The Leader in Advanced Composite Valves

Product Overview.




Slurry BallValves,
- Zirconia Ceramic Ball

- Zirmnla or UHMWPE Liners
- Size Range 1" - 6" :
- Service Temperature (-)50°F to 275°F
- ANSI B16.10,

- ANSI CL 150 Drilling

- Class IV Shut-Off

- DIN, JIS & BS Flg. Drilling Option

Threaded Ball Valves

- 410 Polysulfone Resin System

- 3-Piece Design

- Size Range 1/2" - 2"

- Service Temperature (-)50°F to 275°F

: nggag:?afnd Connections Re S ’n Syste ’

- Exceeds Class IV Shut-Off 300 : Vinyl Ester wit
310 : Vinyl Ester wit

) 410 : Polysulfone w
Ball & Swing Check Valves 500XP : Novolac Epox

- 300, 310, 500XP or 610XP Resin System 61 OXP s NOVO'BG EDOX

- Fiberglass or Graphite Reinforcements
- Size Range 1" - 6" Ball Checks

- Size Range 2" - 12" Swing Checks

- Service Temperature (-)50°F to 275°F

- ANSI CL 150 Drilling . I
-DIN, JIS & BS Fig. Drilling Option For Selection Guidelines &

See Catalog

www.nilcor.com
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Elastomer Lined
Butterfly Valves

- Structural Composite

- EPDM or Hypalon Seat

- EPDM or Hypalon Encapsulated Disc
- Size Range 2" - 12"

=~ - - Service Temperature (-)50°F to 250°F
m Choices

. = i - DIN, JIS & BS Flg. Drilling Option
ith Graphite Fiber

ith Glass Fiber

> with Glass Fiber
oxy with Graphite Fiber 3-Way Ball Valve

OXY with Glass Flbel' - 300 or 310 Resin System

- Fiberglass or Graphite Reinforcements
- Size Range 1 1/2"

- Service Temperature (-)50°F to 250°F
- ANSI CL 150

; . - DIN, JIS & BS Flg. Drilling Option

& Chemical Resistance

log 1000

www.nilcor.com






